
Attaching the Rope and Pulley 
 

 
A. Push one of the rope ends through 
the pulley 
 
 
 
 
 
 
 
 
B. Insert each end of the rope, 
opposite from one another into the 
connector until the end comes out 
from the other side 
 
 
 
 
C. Smash the rope connector with a 
hammer to secure the rope ends 
into place  
 
 
 
 
   

 
D. Place the topper on the top of the pole, using the allen 
wrench provided in the hardware packet and tighten the 
set screw 
 
 
E. Screw the ball topper into the threaded ½” threads 

on the rope pulley. 
 
F.  Make sure you free the 
rope, so that it will hang 
down freely. 
 
G.  Insert the flagpole into 
the ground sleeve and 

fully extend the flagpole. 
 
 
 
 
 
 
 
 

Attaching the Clips to the Rope 
 
 
 
1.  Loop the rope as 
shown on Picture 1. 

 
 
 

2.  Insert the loop 
through the wider end of 
the stainless steel clip as 
in picture 2 
 
 
 
 
3.  Pull the loop through 
and over the clip, then 
under, and pull it tie. – 
See the 2 pictures on the 
right 
 
 
 
 
 
4.  Secure the top of your flag through the 1st stainless 
steel clip. 
 
5.  Raise the flag up and attach it on the first clip. 
Measure where the second clip will be attached onto the 
pole.  Attach other end of the flag onto the second clip 
using the same format as of the first clip.  Make sure the 
flag is taut 
 
6.  Once you have measured this, secure the second 
stainless steel clip by repeating steps 1-3 above 
 
7.  Repeat Steps 1-6 for a second flag.  
 
8.  Once the flags are all the way raised, wrap the rope 
around the cleat. 


